
Display Product Line-up

SONY MODEL
CRT 

SIZE/VIS KEY FEATURES
APERTURE 

GRILLE PITCH SCAN RANGE
MAX. RESOLUTION/ 

RECOMMENDED VIDEO INPUTS WARRANTY

HMD-A240 17"/16.0"
FD Trinitron CRT - VAIO Design - 
HiDensity Electron Gun - Aperture 

Grille - Tilt & Swivel Base
.24-.25mm

Digital Multiscan Horizontal 
30-70kHz Vertical: 48-120Hz

1280 x 1024         
1024 x 768 @ 85Hz

Captive Cable HD15 1 Year Parts, Labor & CRT

17" CPD-E240 17"/16.0"
FD Trinitron CRT  - HiDensity Electron 
Gun - Aperture Grille - Tilt & Swivel 

Base
.24-.25mm

Digital Multiscan Horizontal 
30-70kHz Vertical: 48-120Hz

1280 x 1024         
1024 x 768 @ 85Hz

Captive Cable HD15
3 Years Parts, Labor & 

CRT

C
R
T

CPD-G220R 17"/16.0"
FD Trinitron CRT  - HiDensity Electron 
Gun - Aperture Grille - Tilt & Swivel 

Base
.24-.25mm

Digital Multiscan Horizontal 
30-85kHz Vertical: 48-170Hz

1600 x 1200         
1024 x 768 @ 85Hz

Captive Cable HD15
3 Years Parts, Labor & 

CRT

CPD-G220S 17"/16.0"
FD Trinitron CRT  - Corporate Speaker 

HiDensity Electron Gun - Aperture 
Grille - Tilt & Swivel Base

.24-.25mm
Digital Multiscan Horizontal 

30-85kHz Vertical: 48-170Hz
1600 x 1200         

1024 x 768 @ 85Hz
Captive Cable HD15

3 Years Parts, Labor & 
CRT

19" HMD-A440 19"/18.0"
FD Trinitron CRT  - VAIO Design - 
HiDensity Electron Gun - Aperture 

Grille - Tilt & Swivel Base
.24-.25mm

Digital Multiscan Horizontal: 
30-96kHz Vertical: 48-170Hz

1600 x 1200         
1280 x 1024 @ 85Hz

Captive Cable HD15
1 Years Parts, Labor & 

CRT

C
R
T

CPD-G410R 19"/18.0"
FD Trinitron CRT  - HiDensity Electron 
Gun - Aperture Grille - Tilt & Swivel 

Base
.24-.25mm

Digital Multiscan Horizontal: 
30-110kHz Vertical: 48-

170Hz

1800 x 1440         
1600 x 1200 @ 85Hz

Captive Cable HD15
3 Years Parts, Labor & 

CRT

CPD-G420S 19"/18.0"
FD Trinitron CRT  - Corporate Speaker 

- HiDensity Electron Gun - Aperture 
Grille - Tilt & Swivel Base

.24-.25mm
Digital Multiscan Horizontal: 

30-110kHz Vertical: 48-
170Hz

1800 x 1440         
1600 x 1200 @ 85Hz

Dual Input:         
Captive Cable HD15   

HD15

3 Years Parts, Labor & 
CRT

CPD-E540 21"/19.8"
FD Trinitron CRT  - HiDensity Electron 
Gun - Aperture Grille - Tilt & Swivel 

Base
.24mm

Digital Multiscan Horizontal: 
30-110kHz Vertical: 48-

170Hz

1920 x 1440         
1600 x 1200 @ 85Hz

Captive Cable HD15
3 Years Parts, Labor & 

CRT

21" CPD-G520 21"/19.8"
FD Trinitron CRT  - HiDensity Electron 
Gun - Aperture Grille - Tilt & Swivel 

Base
.24mm

Digital Multiscan Horizontal: 
30-130kHz Vertical: 48-

170Hz

2048 x 1536         
1880 x 1440 @ 85Hz

Dual Input:         
HD15              
HD15

3 Years Parts, Labor & 
CRT

C
R
T

CPD-G520P 21"/19.8"
FD Trinitron CRT  - Metallic Design - 
HiDensity Electron Gun - Aperture 

Grille - Tilt & Swivel Base
.24mm

Digital Multiscan Horizontal: 
30-130kHz Vertical: 48-

170Hz

2048 x 1536         
1880 x 1440 @ 85Hz

Dual Input:         
HD15              
HD15

3 Years Parts, Labor & 
CRT

GDM-F520 21"/19.8"

FD Trinitron CRT  - Metallic Design - 
HiDensity Electron Gun - Tightest 

Aperture Grille - Tilt & Swivel Base - 
USB Hub

.22mm
Digital Multiscan Horizontal: 

30-137kHz Vertical: 48-
170Hz

2048 x 1536         
1920 x 1440 @ 85Hz

Dual Input:         
HD15              
BNC

3 Years Parts, Labor & 
CRT

24"     
CRT

GDM-FW900
24"/22.5" 

Wide Aspect 
Display

FD Trinitron CRT  - Wide Aspect - 
Metallic Design - HiDensity Electron 
Gun - Aperture Grille - Tilt & Swivel 

Base - USB Hub

.23-.27mm
Digital Multiscan Horizontal: 

30-121kHz Vertical: 48-
160Hz

2304 x 1440         
1920 x 1200 @ 85Hz

Dual Input:         
HD15              
BNC

3 Years Parts, Labor & 
CRT
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Display Product Line-up

SONY MODEL#
SCREEN 

SIZE KEY FEATURES
CONTRAST/ 
LUMINANCE SCAN RANGE

NATIVE 
RESOLUTION VIDEO INPUTS WARRANTY

SDM-S51 15.0"
TFT Active Matrix - Slim Design - Auto 

Image Adjust - Pivot Stand - Wall 
Mountable

300:1         
250cd/m2

Horizontal: 28-61kHz 
Vertical: 48-75Hz

1024 x 768 HD15
3 Years Parts, Labor and 

Backlight

15" SDM-S51/B 15.0"
TFT Active Matrix - Slim Design - Auto 

Image Adjust - Pivot Stand - Wall 
Mountable

300:1         
250cd/m2

Horizontal: 28-61kHz 
Vertical: 48-75Hz

1024 x 768 HD15
3 Years Parts, Labor and 

Backlight

L
C
D

SDM-M51D 15.1"
TFT Active Matrix - Slim Design - 

Stereo Speakers - Auto Image Adjust -
Dual Pivot Stand - Wall Mountable

300:1         
200cd/m2

Horizontal: 28-64kHz 
Vertical: 48-75Hz

1024 x 768 DVI-I 
3 Years Parts, Labor and 

Backlight

SDM-M51D/B 15.1"
TFT Active Matrix - Slim Design - 

Stereo Speakers - Auto Image Adjust -
Dual Pivot Stand - Wall Mountable

300:1         
200cd/m2

Horizontal: 28-64kHz 
Vertical: 48-75Hz

1024 x 768 DVI-I 
3 Years Parts, Labor and 

Backlight

SDM-N50R 15.0"
TFT Active Matrix - Ultra Slim Design - 

Premium Stereo Speakers - Auto 
Image Adjust - Dual Pivot Stand

300:1         
250cd/m2

Horizontal: 28-61kHz 
Vertical: 48-85Hz

1024 x 768
Dual Input:         

HD15              
HD15

3 Years Parts, Labor and 
Backlight

16"      
LCD

SDM-M61 16.0"
TFT Active Matrix - Slim Design - Auto 

Image Adjust - Dual Pivot Stand - 
Wall Mountable

300:1         
200cd/m2

Horizontal: 28-92kHz 
Vertical: 48-85Hz

1280 x 1024
Dual Input:         

DVI-I              
HD15

3 Years Parts, Labor and 
Backlight

SDM-S81 18.0"
TFT Active Matrix - Slim Design - Auto 

Image Adjust - Pivot Stand - Wall 
Mountable

300:1         
400cd/m2

Horizontal: 28-92kHz 
Vertical: 48-85Hz

1280 x 1024 HD15
3 Years Parts, Labor and 

Backlight

18" SDM-S81/B 18.0"
TFT Active Matrix - Slim Design - Auto 

Image Adjust - Pivot Stand - Wall 
Mountable

300:1         
400cd/m2

Horizontal: 28-92kHz 
Vertical: 48-85Hz

1280 x 1024 HD15
3 Years Parts, Labor and 

Backlight

L
C
D

SDM-M81 18.1"
TFT Active Matrix - Slim Design - 

Stereo Speakers - Auto Image Adjust -
Dual Pivot Stand - Wall Mountable

300:1         
200cd/m2

Horizontal: 28-92kHz 
Vertical: 48-85Hz

1280 x 1024
Dual Input:         

DVI-I              
HD15

3 Years Parts, Labor and 
Backlight

SDM-M81/B 18.1"
TFT Active Matrix - Slim Design - 

Stereo Speakers - Auto Image Adjust -
Dual Pivot Stand - Wall Mountable

300:1         
200cd/m2

Horizontal: 28-92kHz 
Vertical: 48-85Hz

1280 x 1024
Dual Input:         

DVI-I              
HD15

3 Years Parts, Labor and 
Backlight

SDM-N80 18.1"

TFT Active Matrix - Ultra Slim Design - 
Premium Stereo Speakers - Auto 

Image Adjust - Dual Pivot Stand - USB 
Hub

350:1         
200cd/m2

Horizontal: 28-107kHz 
Vertical: 48-85Hz

1280 x 1024
Dual Input:         

DVI-I              
HD15

3 Years Parts, Labor and 
Backlight
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